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Many Applications

One Solution

LPT 407 Ex2



D ealer Stamp

LPT 407 Ex2 BS-III  D escriptions

* Conditions apply

 CLB High Deck CAB

Wheel Base (mm)  3400  

Turning Circle Radius (mt)  6.15  

Loading Length (Ft) 13'5'' 13'5'' NA

Length (mm) 4081 4093 NA

Width 2057 2074 NA

Height 444 1773 NA

Loading Area (Sq.mt) 8.4 8.5 NA

Warranty

Advantages

CARGO BOX DIMENSIONS

Engine TATA 4SP TURBO INTERCOOLED Water cooled direct injection Diesel ENGINE  

Fuel Injection Pump Electronic Rotary pump (VP37-MICO)  

Power 100PS @ 2800 rpm  

Torque 300  Nm at 1400 -1500 rpm   

Clutch Type Single plate dry friction type,280mm  

Gear Box GBS-27 synchromesh,5F+1R  

Front Axle Heavy duty Forged I beam, Reverse Elliot  

Rear Axle Single reduction, hypoid gears, fully floating axle shafts.  

Tyres 8.25 x 16 -16 PR, (Front-Rib,Rear- Lug)  

Steering Type Power Steering

Front Suspension Semi-elliptical leaf springs & Hydraulic double acting telescopic  

Rear Suspension Semi-elliptical leaf springs,with auxiliary springs & Hydraulic double acting telescopic  

Brakes Vacuum assisted dual circuit hydraulic with tandem master cylinder(308mm)  

Parking Brakes Hand Operated  

Engine Exhaust Brake Coupled with service brake  

Min Ground Clearance (mm) 219  

Gradiability 27%  

Maximum Speed in Top Gear (Kmph) 92  

Battery 12V,75Ah  

Fuel Tank Capacity (Ltrs) 60  

FAW (Kgs) 3600  

RAW (Kgs) 3650  

GVW (Kgs) 7250  
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