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6.25

SK 407 EX

with Power Steering



Engine TATA 4SP Turbo Inter-cooled Water-cooled Direct Injection

Fuel Injection Pump VP37 - MICO 

Max. Power 100 PS @ 2800 rpm 

Max. Torque 300 Nm @ 1400-1500 rpm

Clutch Type Single Plate Dry Friction Type, 280 mm (Reinforced) 

Gearbox GBS-27 Synchromesh, 5F + 1R 

Front Axle Heavy Duty Forged I Beam, Reverse Elliot 

Rear Axle Single Reduction, Hypoid Gears, Fully Floating Axle Shafts

Tyres 7.50 x 16-16 PR Diagonal Ply 

Steering Type Integral Hydraulic Power-assisted 

Front Suspension Semi-elliptical Leaf Spring & Hydraulic Double Acting Telescopic with Anti-roll Bar 

Rear Suspension Semi-elliptical Leaf Spring & Hydraulic Double Acting Telescopic

Brakes Vacuum-assisted Dual Circuit Hydraulic with Tandem Master Cylinder 

Parking Brakes Cable-operated Mechanical Brake Acting on Rear Wheels 

Engine Exhaust Brake Coupled with Service Brake 

Min. Ground Clearance (mm) 188 

Gradeability 26% 

Max. Speed in Top Gear (kmph) 99 

Battery 12 V, 70 Ah  

Fuel Tank Capacity (ltrs) 60 

FAW (kgs) 1850 

RAW (kgs) 4400 

GVW (kgs) 6250 

 CLB CAB

Wheelbase (mm) 3100 

Turning Circle Radius (mt) 5.5 

Loading Length (ft) 8'11'' NA

Length (mm) 2720 NA

Width (mm) 2010 NA

Height (mm) 526 NA

Loading Area (sq mt) 5.47 NA

Warranty 3 years or 3 lakh km warranty / 1.5 lakh km or 18 months on body

Power Sreering Reinforced chassis frame Semi-Forward cab design

D ealer Stamp

D escriptions

CARGO BOX DIMENSIONS
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